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Shadow Gap Cladding

Subtle
brushed pine

embossed
surface



Shadow Gap is the latest innovative addition to 

the Fortex Cladding range. 

Featuring a NEW subtle ‘pine’ embossed finish 

and attractive deep groove between boards. 

Co-extruded with a rigid foam core and durable 

embossed textured surface.

 Fit horizontally or vertically, to create an instant 

transformation ideal for any new build or home 

improvement project.

The ideal alternative to timber and render 

options. An ultra low maintenance solution,

no painting or maintaining.

 A full cladding system with a wide range of 

fitting accessoires In PVC and Aluminium

Suitable for a wide range of projects:

• Side façades

• Gable ends

• Dormer elevations

• Garden rooms



Shadow Gap Colour Range

White Anthracite Grey

Misty Grey

Storm Grey

Sage Green Pale Gold

Cappuccino

Close up of
pine embossed finish



Shadow Gap Technical Information
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FCG182PE 182mm Shadow Gap Embossed Cladding 5m 2 • • • • • • •
FCG209E Butt Joint Piece

Piece

Piece

Piece

Piece

Piece

Piece

Piece

Piece

Piece

Piece

Piece

Piece

10 • • • • • • •
FC301E3 2 Part Edge Trim 5 • • • • • • •
FC302E3 Universal Edge Trim 5 • • • • • • •
FC304E3 2 Part External Corner Trim 5 • • • • • • •
FC307E3 2 Part Internal Corner Trim 5 • • • • • • •
FC317E3 2 Part 135° External Corner Trim 5 • • • • • • •
FC315E3 2 Part ‘H’ Trim 5 • • • • • • •
FCF2123 Starter Trim 5 •
FC3123 25mm Multi Vented Starter Trim 5 • •
FC311E3 25mm 2 Part Multi Vent Starter/Cover Trim 1 • • • • • • •
FC319E3 2 Part Reveal Liner 1 • • • • • • •
FC318E3 ‘H’ Edge Extension Trim 1 • • • • • • •
FCA3063 Drip Trim Aluminium 4 •
ACSS250 Cladding Screws 30mm 250

All specifications, dimensions, descriptions and illustrations contained in any Freefoam sales literature, quotation or pricelist or other advertisement matter
are intended merely to present a general idea of the goods we sell. We reserve the right from time to time to make changes which are required to comply
with any applicable safety or statutory requirements which do not materially affect the quality or fitness for purpose of the goods you purchase from us.

77_83 St James Mill Road, Northampton NN5 5JP
T: 0800 002 9903  •  E: info@freefoam.com

www.freefoam.com

DENSITY AND WEIGHT
Density: 460kg/m3

Weight per board: 2.43kg/5m
Weight m2: 2.67kg/m2

DIMENSIONS
Length: 5000mm
Width: 182mm
Board Thickness: 8mm
Pack Quantity: One pack contains 2 boards

IMPACT
Fortex 182 tested to EN 13245-2 standards.

UV RESISTANCE
Fortex 182 conforms to EN ISO 4892

EXPANSION
Thermal Expansion: 5 x 10 -5/°C (DIN5 3377)

FIRE RATING
PVC skin: Fire classification D -s3,d2 AVM – AHM
ASA Skin: Fire classification E -s3, d2 AVM – AHM.
Fire classification of the colour of choice can be ascertained by reviewing the
Fortex Declaration of Performance on the Freefoam Website.


